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FOREWORD

The 1952 NORTON programme is introduced with complete confidence to a discerning
motor cycling public. The range of machines incorporates all the best features of modern
practice. A wealth of knowledge gained from years of unsurpassed road racing successes
ensures the unequalled performance, reliability and unfailing service of every model in
the range.

ZOW.HOZ machines, it is evident, are not altered to pander to fashion, merely m_ﬁmmna
for alteration sake, to enumerate a lot of details of just minor improvements meaning nothing
but looking a lot on a paper specification.

The range of machines are continued for 1952 without alteration to specification.

The NORTON record is such that no serious minded or experienced rider could afford
to overlook when deciding on his choice of a new mount.
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GENERAL SPECIFICATION

FRAME. Constructed of first grade high
tensile steel tube and graduated section
lugs. Full cradle type incorporating
sidecar and pillion footrest lugs. Rear

suspension of the plunger type fitted to
Models ES.2, 7, 30 and 40.

FORKS. Patented “ROAD-HOLDER”
telescopic oil damped with built-in
speedometer panel.

WHEELS AND BRAKES. Efficient

7" dia. X1}” wide internal expanding
shoes operating in cast iron drums
fitted to both wheels.

Rims heavily chromium plated and lined.

STANDS. Front, rear and side prop
stands fitted to all models.

CARBURETTOR. AMAL needle jet
semi-automatic twistgrip control.

ENGINE LUBRICATION. Dry
sump, pressure feed lubrication by gear
type oil pump ensuring efficient lubrica-
tion of fully enclosed valve gear.

IGNITION. LUCAS magdyno. Elec-
trical equipment is fitted to all models
except the 500T. Lucas electric horn
is included in the equipment.

TOOL BOX. All metal, providing
ample space for comprehensive tool kit.

PETROL AND OIL TANKS. Of

large capacity. Petrol tank heavily
chromium plated and panelled. Oil
tank finished in black enamel.

SADDLE. Flexible top incorporating
forward pivotal mounting and providing
a low and exceptionally comfortable
position.

FRONT CHAIN CASE. Patented oil

bath hermetically sealed, of unique
design with single bolt fixing.

CLUTCH. Multi plate with dual action,
vane type shock absorber, integrally
housed within oil bath chaincase.

GEAR BOX. NORTON 4 speed

with totally enclosed positive foot
change mechanism.

MUDGUARDS. Heavy section with

detachable rear portion to facilitate
wheel removal.

SILENCER. Effectively reducing the
exhaust noise and is pleasing in appear-
ance. The gases pass into the silencer
body through a perforated tube which
1s fitted with spiral baffles.

Exhaust pipes heavily chromium plated
of pleasing design.
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BIG 8  Th. Bio 4 is world rencwned for relinbility. It i buile throughiout of the
finest materials available, and its universal success is proof of the soundness of design. The
machine is ideally suited to sidecar work. 'The side valve engine has a capacity of 596 c.c.
and a bore and stroke of 82 mm. X113 mm.

MODEL 16H. The Model 16H machine is to the same specification as the Big 4, with

the exception that the side valve engine has a capacity of 490 c.c. Bore and stroke
79 mm., X100 mm.



m-m.N MODEL E.S.2. An overhead valve engine is employed, push rod operated.
The whole of the valve gear is totally enclosed, and automatically lubricated. Large
bearing surfaces and ground timing gear teeth ensure silent operation. The engine has

a bore and stroke of 79 mm. X100 mm. giving a capacity of 490 c.c. The Norton spring
frame is fitted as standard specification.

MODEL 18. The Model 18 machine is to exactly the same specification as the Model E.S.2
with the exception that a rigid frame 1s fitted.



INTERNATIONAL MODEL 30. The Model 30 employs the world

renowned NORTON overhead camshaft engine. The universal success obtained with this
particular type of engine 1s an indication of the soundness of design. The bore and stroke 1s
79 mm. X100 mm. and the capacity is 490 c.c. The NORTON spring frame is emploved
as standard specification.

MODEL 40. This machine is to the same specification as the Model 30, with the exception
that the engine capacity is 348 c.c. Bore and stroke 71 mm. X 88 mm.

The Models 30 and 40 are available with light alloy head and barrel, with central oil feed
to rocker box, at an extra charge.



























